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BUH ING 2051

~205Z (f(:s"mc~3/..l.A) is {he smallest of tl~ m~soury shop bm’ldings. It has
a I]’k: roof and sh~ m~tl so~ The v,-~:k bays ~m or~" ~,~ open bu~ have
be~n endosed with metal ro]Lup doors and ex~d~ mel~ s~le pane~
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CONDITION SURVEY

SHOP

1. Extortive soil build up on north gable end.

2. Sashes are starting to rust.

3. Sashes anti sills are painted ,,,~s,,’,,,tched colors.

4. Front gutter is torn and bent.

5. Wood overhead door flame is damaged.

6. Metal colnmn,~ are starting to rusL

BUILDING 2051
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BUILDING 2051

MAINTENANCE AND REPAIR NOTES

SHOP B~,DING

1. SOIL ON MASONRY
a. Remove with nann’albristle brush and spray from garden hose.

2. RUSTING SASHES

,

4.

6.

Remove all rust with wire brush, ~-~-g or steel wool
b. Protect glass.

Prime ~mmediately.
d. Replace loose, mi~.~ng or cracked glaT/ng putty.
e. Paint with oil based semi-gloss p~h~r.

Oil hardw’~.~.

SASH COLOR
a. At ne~ scheduled palntin~ paint all sash members, the .~m~ color, all ~|ls the same

color.

TORN GUTt*:R
a. Replace section m:aking we.~thertight joints.
b. Adjust slope to drain

DAMAGED DOOR FRAME
a. If th;~ is a structural, supporting member it should be replaced.
b. If not load bearing, caulk all open joints and paint to prevent moisture d~mage.

RUSTING COLUMNS
a. Sand’to remove all rust.
b. Prime immedla___tely with rust ~nh,~itiv¢ primer.

P~int:


